
Produktblad angående KOMMISSIONENS DELEGEREDE FORORDNING (EU) nr. 65/2014 af 1.
oktober 2013 og KOMMISSIONENS DELEGEREDE FORORDNING (EU) nr. 66/2014 af 14 januar
2014

Leverandørens navn eller varemærke SMEG

Produktkod TR4110IP

No. of cavities 2

Energy Efficiency Index per first cavity 104.9

Energy efficiency class first cavity A

Energiforbrug konventionel (kWh) 0.95 KWh

Energiforbrug tvungen luftkonvektion (kWh) - rum 1 0.85 KWh

Heat source first cavity Electric

Net volume 1st cavity 61 litres

Energy efficiency Index per second cavity 104.9

Energy efficiency class, second cavity A

Energiforbrug konventionel (kWh) 0.95 KWh

Energiforbrug tvungen luftkonvektion (kWh) - rum 1 0.85 KWh

Heat source second cavity Electric

Net volume, 2nd cavity 61 litres

Net weight (kg) 144.100 Kg

Komfur type Induktion

Zoner i alt 5

1. zone position Forrest til venstre

2. zone position Bagest til venstre

3. zone position I midten

4. zone position Bagest til højre

5. zone position Forrest til højre

1. zone type Induktion - enkelt

2. zone type Induktion - enkelt

3. zone type Induktion - enkelt

4. zone type Induktion - enkelt

5. zone type Induktion - enkelt

1st zone dimension 17.5 cm

2nd zone dimension 21.5 cm

3rd zone dimension 26.5 cm
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4th zone dimension 21.5 cm

5th zone dimension 17.5 cm

Energy consumption zone 1 176.7 Wh/Kg

Energy consumption zone 2 182.6 Wh/Kg

Energy consumption zone 3 142 Wh/Kg

Energy consumption zone 4 182.6 Wh/Kg

Energy consumption zone 5 176.7 Wh/Kg

Energy consumption for the hob 172.1 Wh/Kg
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