
Mijia Air Purifier Pro
Up surging Power, Advanced purification capability, OLED screen monitor

Axial fan, 9 big of angled blades 
enhance wind blow to high level of 
purification.

A temperature and humidity sensor 
digitally present  two data on the 
screen.

Intelligent control function from 
your smartphone allows you to 
operate the device from 
everywhere. Wifi connected. 

Any smartphone version of iOS 8.0 
and Android 4.0 and up are 
compatible

Automatic, silent or favourite modes 
to choose cleaning power - less noisy 
for less power.

500m³/h CADR - up to 60 sqm coverage

Toray EPA filter removes extremely fine 
particles and contaminants including 
airborne allergens (pollen, dust mites, 
pet dander, mold, etc.) as well as 
bacteria and some viruses



Optimized air pressurization 
system presents rated CADR 
500m3/h, and covers 750 sq.ft 
room.

Instructions:
1.Plug into the power supply and turn on the unit。
2.Follow "Mi Home" APP prompts to connect the device to Wi-Fi.
3.Once Wi-Fi connection completes, you can configure and use the product as instructed in the APP.

Specifications：
Height：735mm    Length：260mm    Width：260mm

Filter Diameter：200mm

Filter Height：293mm

Power cord length：1.8m

Item Weight: approx. 9.7 kg (including the filter)

：

Specialized tower shaped design makes indoor air 
circulate at 360°from roof to floor to form a unique 

fresh air tree. 

Laser particle sensor accurately detects 
allergic substances, dust mites, pollens, bad 
smells, a visualized OLED monitor automati-
cally changes color of the screencircle to 
present timely indoor air quality


